GENERAL NOTES

A.

LOCATIONS SHOWN FOR MANHOLE & (N) BELOW—GRADE UTILITES ARE APPROXIMATE. EXACT
LOCATIONS SHALL BE DETERMINED IN THE FIELD WITH THE UNIVERSITY PRIOR TO
COMMENCING THE WORK.

BEFORE BACKFILLING ANY TRENCH, THE UNIVERSITY SURVEYOR WILL OBTAIN THE THREE
DIMENSIONAL COORDINATES OF ALL BURIED UTILITIES AND TUBING. BURIAL OF UTILITES
SHALL NOT OCCUR WITHOUT FIRST OBTAINING THE WRITTEN ACCEPTANCE OF THE UNIVERSITY
INSPECTORS CONFIRMATION OF ALL SURVEY COORDINATES, AND ACCEPTANCE OF PIPE TEST
RESULTS.

- SAW CUT (E) PAVEMNTS, EXCAVATE TO ACCOMODATE (N) UTILITIES, BACKFILL AS SPECIFIED,

AND REPLACE PAVEMENT SURFACING TO MATCH (E).
COORDINATE ELECT. DUCT BANK RISERS & DETAIL AT (E) PULL—BOX WITH PROJECT

ELECTRICAL ENGINEER IN FIELD PRIOR TO COMMENCING WORK.
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